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Off-shore Minitank

T11  7,500  LITER
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Safety Relief  2 ½” BSP high flow pressure/vacuum valve
Valve  set at 4.4 Bar/0.21 Bar (63.8 psi/3 psi). 

Flame trap fitted.
Level Gauge  Bayham level gauge fitted at rear of tank.

Steam Heating	 	4 off runs at 4 bar (58 psi) working pressure 
with 1” BSP inlet and ¾” BSP outlet 
connections.

Options	  Insulation.
Electrical heating. 
Adaptor frames are available to allow the 
tanks to be carried on tank chassis allowing 
ease of loading and off loading one tank at 
a time.

  Two units can be bolted together and 
transported empty as a 20’ 0” unit.

Approvals	  UN Portable tank (T11) IMDG, CFR49, ADR/
RID, UIC, TIR, CSC, TC, DNV 2.7-1 off-shore 
approval.

Dimensions  mm ft-in
Length 2991 9’ 10”
Width 2438 8’ 0”
Height 2438 8’ 0”

Capacity   US
 Liters     Gallons      Gallons
	 7,567     1,665         2,000

Shell Material	 316 Stainless Steel

Barrel/ 4.41/4.50mm (0.174/0.177”)
Head Thickness

Pressures	
	 Working = 4 Bar (58.0 psi)
 Test = 6 Bar (87.0 psi)  
 Vacuum = 0.4 Bar (5.9 psi)

Design Temp	 130°C (266°F)

Design Code	 ASME VIII Division 1

External Finish	 	2 coat system with a Zinc rich 
primer.

Internal Finish	 	Cold rolled ASTM 2B, interior acid 
cleaned.

Weights kgs lbs
Tare 2,300 5,071
Max Payload 10,700 23,589

Frame
Fork lift pockets  Full lift fork pockets with IMDG 

compatible closures.
Lifting Lugs  4 off lifting lugs for use with 8.5t bow 

shackles.

Fittings
Manlid 	Fort Vale 500mm, fully hinged with 8 

fixings. 
Air Line   1 ½” full bore Ball valve with  

1 ½” BSP connection.  A second ¾” BSP 
connection airline terminates at the rear 
of the tank at ground level.

Bottom Outlet  3” 45° stainless steel foot valve, butterfly 
valve with a 3” BSP termination. Remote 
closure system fitted.
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